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Electrical Characteristics (sTc: AM1.51000W/m? 25°C NOCT: AM1.5 800W/m? 20°C Tm/s)

Power Tolerance:0~ + 3%

Module Type AIKO-G640-MCH72Mw  AIKO-G645-MCH72Mw  AIKO-G650-MCH72Mw  AIKO-G655-MCH72Mw  AIKO-G660-MCH72Mw  AIKO-G665-MCH72Mw  AIKO-G670-MCH72Mw
Test Conditions STC NOCT STC NOCT STC NOCT NOCT STC NOCT STC NOCT STC NOCT
Pmax [W] 640 482 645 486 650 490 493 660 497 665 501 670 505
Voc [V] 54.20 51.18 54.30 51.28 54.40 51.37 51.47 54.60 51.56 54.70 51.66 54.80 51.75
Vmp [V] 44.90 42.40 45.00 42.50 45.10 4259 42.69 45.30 4278 45.40 42.87 45.50 4297
Isc [A] 15.00 1213 15.06 1218 15.12 12.23 12.28 15.24 12.32 15.30 12.37 15.36 12.42
Imp [A] 14.26 11.38 14.34 11.44 14.42 .51 1.57 14.57 1.63 14.65 1.69 14.73 1n.76
g’}‘f’ii;gﬁcy 23.7% 23.9% 24.1% 24.2% 24.4% 24.6% 24.8%

Product Specification

Temperature Ratings (STC)

Cell Type N-Type ABC Temperature Coefficient of Isc +0.05%/ °C
Temperature Coefficient of Voc -0.22%/ °C
Glass 3.2mm tempered glass
Temperature Coefficient of Pmax - 0.26%/ °C
Frame Anodized aluminum
Cable 4mm?*(EC) 12AWG(UL) Installation Guide
+400mm, -200mm/+1400mm or Customized Length
Operation Temperature -40°C - +70°C
No. of Cells 144(6%24) Maximum Series Fuse Rating 25A
Junction Box IP68, 3 bypass diodes Protection Class Class I
Connector MC4 Compatible/Original MC4-EVO2A Voc and I Tolerance 3%
Maximum System Voltage DC1500V
Weight 27.1kg3%
Maximum Static Loading Front 5400Pa Back 2400Pa
i i * *
Dimension 238271154*30mm Hail Test 25 mm diameter hail at 23 m/s
Package Detail ~ 36pcs per pallet /144pcs per 20'GP [ 720pcs per 40'HC Fire Rating IEC Class C
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*AIKO reserves right to update the specification without notice
*Optional Munich Re coverage is available upon request
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